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ABFO166

APPLICATIONS: GRAVEL BIKING, COMMUTING, BIKE TOURING

POWER SUPPLY Li-lon 2600 mAh
CHARGING TIME 4h
LIGHT RUN BEAM PEAK BEAM

OUTPUT TIME DISTANCE INTENSITY
HIGH 1000 Im 1h 30 min 15656 m 6410,8 cd
MEDIUM 400 Im 3h 108 m 3000 cd
Low 200Im 6h 80m 1500 cd
DAY FLASHING 2001Im 12h - -
NIGHT FLASHING 600 Im 10h - -
DIMENSIONS 98,5x31x31Tmm
WEIGHT 145g

THE SET INCLUDES | USB-C cord, handlebar mount, Gopro mount

ADDITIONAL ACCESORIES:

ABFO166M Bike computer extension mount

ABFO166P Wireless remote
IPX6 \, 1,2 m IMPACT ) UsB-C &[] SIDE
RATING —=Y= RESISTANCE CHARGING VISIBILITY

HighLine is a front hike light designed for demanding cyclists, offering up to 1000 lumens of light output. It features two operation modes: manual and
Smart, the latter allowing remote control via a separate wireless remote (sold separately). A built-in 2600 mAh battery provides extended runtime, and
USB-C charging can even during rides. The aluminum body ensures IPXB waterproofing and impact resistance to drops for up to 1,2 meters. Additionally,
the light can be mounted under a bike navigation device with an optional mount, making it an ideal choice for night rides, gravel racing, and challenging

terrain.
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