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AHL0061C Helmet clip with double-sided tape

ADDITIONAL ACCESORIES:

POWER SUPPLY Li-Po 600 mAh

CHARGING TIME 3 h - 3 h 30 min

LIGHT OUTPUT RUN TIME BEAM DISTANCE

HIGH

CW+WW 400 lm 2 h 33 m

COOL WHITE 230 lm 3 h 45 min 24 m

WARM WHITE 204 lm 3 h 45 min 24 m

RED 14 lm 5 h 15 min 5 m

LOW

CW+WW 40 lm 7 h 30 min 10 m

COOL WHITE 22 lm 13 h 6 m

WARM WHITE 20 lm 13 h 6 m

RED 1 lm 36 h 30 min 2 m

FLASHING RED - - -

SOS RED - - -

DIMENSIONS 40,9 x  29,9 x 34,5 mm

WEIGHT 46 g

THE SET INCLUDES battery, USB-C cord, clip, headband

Rebel is a rechargeable headlamp designed for professionals who need a robust yet lightweight light source. Weighing only 46 g, it emits a diffused 
light of up to 400 lumens with a beam distance of up to 33 meters. Rebel emits cold white, warm white, and red light in steady and flashing modes. The 
Advanced Dimming System allows precise light intensity control. The headlamp is arc-resistant, making it safe for use in high-voltage environments. It 
features a switch lock function, last setting memory, battery level indicator, and accessories for mounting on a helmet, hard hat, or cap.
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RATING

400 lm 33 mREBEL
APPLICATIONS: INDUSTRIAL, WORK SAFETY, DIY, EDC
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AHL0061C Helmet clip with double-sided tape

ADDITIONAL ACCESORIES:

PRODUCT MEETS THE FOLLOWING STANDARDS:

USB-C 
CHARGING


