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APPLICATIONS: BUSHCRAFT, SURVIVAL, HIKING, TREKKING, URBEX, CAMPING, EDC, DIY

POWER SUPPLY 18650 Li-lon 3,7V 3000 mAh
CHARGING TIME 4h
LIGHT RUN BEAM PEAK BEAM

OUTPUT TIME DISTANCE INTENSITY
HIGH 1200 Im 2h 30 min N5 m 3306 cd
MEDIUM 256 Im 5h10 min 52m 676 cd
Low 86 Im 28 h 31m 240 cd
FIREFLY 3Im 400 h 15m 0,6 cd
STROBE 1200 Im = = =
DIMENSIONS 84 x21x 30 mm
WEIGHT 36 g (without battery), 83 g (with battery)

THE SET INCLUDES | Li-lon battery, USB magnetic cord, handstrap, o-rings, headband, clip

ADDITIONAL ACCESORIES:

RACO026 18650 Li-lon 3,7V mAh rechargeahle battery

T-AHLO172 Magnetic charger
IP68 \, 1m IMPACT MAGNETIC LAST SETTING
RATING —=Y=_ RESISTANCE CHARGING MEMORY

+
@- MAGNET gl CLIP

Sirius H12 is a versatile flashlight that combines the functions of a lightweight headlamp, a compact EDC flashlight, and an angled camping lamp. It
emits a powerful light up to 1200 Im, providing illumination up to 115 m. The flashlight weighs only 83 g with the battery. It features a magnetic charger,
a battery level indicator, and a magnet in the base for convenient use. The IPB8 rating ensures it is dustproof and waterproof. Additionally, it has an
impact resistance of 1 m. A headband allows the handheld flashlight to be transformed into a headlamp. Sirius H12 is ideal for survival, garage work,
urban exploration, airsoft, and everyday use.
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