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POWER SUPPLY 803450 Li-Po 3,7 V 1500 mAh

CHARGING TIME 2 h 40 min

LIGHT OUTPUT RUN TIME BEAM DISTANCE

WHITE LED COB 200 lm 7 h 33 m

WHITE LED 150 - 500 lm 2 h 30 min - 6 h 154 m

DIMENSIONS 107,5 x 36,5 x 47 mm

WEIGHT 109 g

THE SET INCLUDES built-in magnets, hook, clip, USB-C cord

Flagger 650 is a rechargeable handheld and right-angle flashlight designed for train drivers, railway traction units, and paramedics, but it’s also valid for 
everyday use. Compact and functional, it has two white light sources: the main LED with an Advanced Dimming System (150-500 lm) and a COB panel 
(200 lm). The maximum beam distance is 154 m. The 1500 mAh Li-Po battery provides up to 2 h 30 min of operation at maximum brightness and up to 
7 h with the COB panel. A single switch controls it. It features a clip, hook, and two magnets for versatile use. The Flagger 650 is charged via a USB-C 
port, next to which is a battery level indicator.

500 lm 154 mFLAGGER 650
APPLICATIONS: FIREFIGHTING, RESCUE, LAW ENFORCEMENT, TRANSPORTATION, WORK SAFETY,  
INDUSTRIAL, DIY, EDC
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PRODUCT MEETS THE FOLLOWING STANDARDS:


