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APPLICATIONS: BUSHCRAFT, SURVIVAL, HIKING, TREKKING, URBEX, CAMPING, EDC, DIY

POWER SUPPLY 18340 Li-lon 3,7V 850 mAh
CHARGING TIME 1h 30 min
LIGHT RUN BEAM PEAK BEAM

OUTPUT TIME DISTANCE INTENSITY
HIGH 1000 Im 50 min 100m 2552 cd
MEDIUM 140 Im 2h 40m 472 cd
LOW 40 Im 6 h 30 min 20m 100 cd
FIREFLY 5Im 100 h o =
STROBE 1000 Im = = =
DIMENSIONS 56 x 19 x 24 mm
WEIGHT 25 g (without battery], 44,5 g [with battery)

THE SET INCLUDES| Li-lon battery, USB magnetic cord, handstrap, clip

ADDITIONAL ACCESORIES:

T-AHLO172 ‘ Magnetic charger
IPX8 \, 1m IMPACT MAGNETIC
RATING —=Y=_ RESISTANCE CHARGING
LAST SETTING +
MEMORY CLIP @ MAGNET

Sirius M10 is a compact EDC flashlight with an intense 1000 Im light output and up to 100 m beam distance. It fits entirely in the hand and weighs 44.5
g with the battery. Equipped with a mode memory function, it allows quick access to your preferred setting, and the switch lock prevents accidental
discharge. The body is rugged and waterproof (IPX8). A magnet in the base allows attachment to metal surfaces. The set includes a 16340 Li-lon battery
with a capacity of 850 mAh, providing up to 100 h of operation in the lowest Firefly mode. Great for bushcraft, hiking, and as an everyday carry flashlight.
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